
Performance

accuracy and reliability over time.

Working speed 343 353 363

Maximum bridge speed

Maximum carriage speed (*)

Maximum grinding speed with Easy deletion

Maximum grinding speed with LMT

Additional powers 343 353 363

Tilting Panel 2,75 KVA 2,75 KVA

Air cushion

Easy Deletion 1 KVA 1 KVA 1 KVA

LMT 2 KVA 2 KVA 2 KVA

PPL 1 KVA 1 KVA 1 KVA

Thicknesses which can be cut 343 353 363

Standard thicknesses 2 ÷ 19 mm 2 ÷ 19 mm 2 ÷ 19 mm

Optional thickness 19 ÷ 25 mm
19 ÷ 25 mm
0,4 ÷ 2 mm

19 ÷ 25 mm

Installed power 343 353 363

Jumbo 12,5 KVA 24 KVA

Regular 10,25 KVA 17 KVA

Accuracy 343 353 363

Cutting accuracy on straight processes ± 0.15 ± 0.15 ± 0.15

Work table 343 353 363

Worktable height 930 ± 40 mm 930 ± 40 mm 930 ± 40 mm

Compressed air consumption 343 353 363

Compressed air consumption

Air consumption with Easy Deletion 343 353 363

Air consumption with Easy Deletion
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