Anlage zum Verzégern der
Reaktionszeit von gemisch-
ter 2-Komponenten Dicht-
masse, Type KHB

Fohrbare Fdelstahloox mit 2 zylin-
drischen Behéltern zur Aufnahme
einer kompletten Mischer und Di-
seneinheit. Einfrieren der gemisch-
ten Dichimasse im Kélezylinder auf
bis zu minus 45 Grad C. Verzége
rung der Recktionszeit des gemisch-
ten Materials auf mehrere Tage hin-
aus. Erwérmen der gesamten M-
scher- und Diseneinheit im Haiz-
zylinder auf Umgebungstemperatur
innerhalb ca. 1 Minute.

Weitere Merkmale:

B Verfigbar fir unierschiedliche
Typen von Dichimasse

B Optimal anwendbar bei mittel
fristigen Betriebsunterbrechun-
gen der Versiegelungsanlage

W Frei einsfellbarer Temperatur-
bereich

KHB

Device For Delaying The
Curing Of Mixed 2 part
Sealant, Type KHB

Moveable siainless sieel cabinst
with 2 cylindrical compariments
that house complete sealing heads.
By placing a mixed 2-part sealant
in a compariment w
ture of up fo minu
curing fime o

ded to days. \

h a tempera-

WOTIK can commenc

about 1 minute.

Additional Features:

B Can be used for many tyoes of
sealant

B Most useful when o sealing
robot has many intermittent
brecks in work

B Temperatures con be easily
regulated

Konsiuklionséinderungen vorbehalien
Construction changes resenved
Symboloto




